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130.7 ARTICLE 130 — WORK IDXVOINING ELECTRICAL HAZARDS

Tahle 150.7(C)(15)(c) Personal Protective Equipment (PPE)

Arc-Flash FPE Category FPE

L Ave-Rated Clothing, Minimum Arc Rating of 4 cal /cm® (16.75 [/ em®)*
Arcraied longsleeve shin and pants or arcrated coverall
Arcrated face shield™ or arc flash suin haoosd
Arcrated jacket, parka, rainwear, or hand hat liner {AN)
Protective Equipment
Hard hat
Safety glasses or safety goggles (SR)
Hearing protection {ear canal insens)®
Heaw-duty leather gloves®
Leatlver foaimear (AN)

ArcRated Clothing, Minimum Arc Rating of 8 cal/cm® (33.5]/cm™”
Arcrated longsleeve shin and pants or arc-rated coverall

Arcrated flash suit hood or arcrated face shield™ and arcrated balaclava
Arcrated jacker. parka. rainwear, or hard ha liner {AN)

Protective Equipanent

Hard han

Safeiv glasses or safeiv goggles (S5R)

Hearing protection {ear canal insens)*

Heavw-duty leather gloves™

Leather fooiwear

Arc-Bated Clothing Selecied so That the System Arc Rafing Meets the Required Minimum Avc Rating of 25
cal/car” (1047 J/em®y®

Arcvated longsleeve shin (AR)

Arcrated panis (AR}

Arcrated coverall {AR)

Arcrated are flash suit jacker (AR)

Arcrated anc flash suit panis (AR)

Arcrated are flash suit hood

Arcrated gloves”

Arcrated jacket, parka, rainwear, or hand hat liner {AN)

Protective Equipment

Hard hat

Safety glasses or safetv goggles (SR)

Hearing protection {ear canal insens)®

Leaiher footmwear

Arc-Rated Clothing Selected so That the System Arc Rating Meets the Required Minimwm Arc Rating of 40
cal /cnr’ (167.5 /e’y

Arcrated longsleeve shin {AR)

Arcrated pamis (AR)

Arcrated coverall {AR)

Arcrated anc flash suit jacket (AR)

Arcrated are flash suit panis (AR)

Arcrated arc flash suit hood

Arcrated gloves

Arcrated jacket, parka, rainwear, or hand hat liner

Protective Equipment

Hard ha

Safety glasses or safety goggles (SR)

Hearing protection {ear canal insens)®

Leaiher foaoiwear

AN As needed l}uplj-e.lu_ll'll AR As 14'qui| e, SR Selecnon requared.

A miting B defined in Astice 100

FFace alields ave 10 have wrap-around guarding 1o protect not onlv e Esce bt abo the forelvesd, e, and neck. o, alernanvely, an ace-aed ace
Mash suit hoes] is vequired Ta be o

“Other tvpes of hearing protection ae permgied 1o be wed in Bew of or in additon o ear canel insers provided they are worn uoder an ave-rated are

sl s i haoawd,

M ruliber insulating ghoves with leather protecions are wsed, additonal Eiler or arc-rased g hoves are not reguired. The combination of rulble

insulating gloves with kather protecions satishes the are flash projection requirensent.
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