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128

 POTENTIAL HAZARDS
FIRE OR EXPLOSION
•	 HIGHLY FLAMMABLE: Will be easily ignited by heat, sparks or flames.
•	 Vapors may form explosive mixtures with air.
•	 Vapors may travel to source of ignition and flash back.
•	 Most vapors are heavier than air. They will spread along the ground and collect in low or confined areas 

(sewers, basements, tanks, etc.).
•	 Vapor explosion hazard indoors, outdoors or in sewers.
•	 Those substances designated with a (P) may polymerize explosively when heated or involved in a fire.
•	 Runoff to sewer may create fire or explosion hazard.
•	 Containers may explode when heated.
•	 Many liquids will float on water.
•	 Substance may be transported hot.
•	 For hybrid vehicles, GUIDE 147 (lithium ion batteries) or GUIDE 138 (sodium batteries) should also be 

consulted.
•	 If molten aluminum is involved, refer to GUIDE 169.

HEALTH
CAUTION: Petroleum crude oil (UN1267) may contain TOXIC hydrogen sulphide gas. 
•	 Inhalation or contact with material may irritate or burn skin and eyes.
•	 Fire may produce irritating, corrosive and/or toxic gases.
•	 Vapors may cause dizziness or asphyxiation.
•	 Runoff from fire control or dilution water may cause environmental contamination.

PUBLIC SAFETY
•	 CALL 911. Then call emergency response telephone number on shipping paper. If shipping paper 

not available or no answer, refer to appropriate telephone number listed on the inside back cover.
•	 Keep unauthorized personnel away.
•	 Stay upwind, uphill and/or upstream.
•	 Ventilate closed spaces before entering, but only if properly trained and equipped.

PROTECTIVE CLOTHING
•	 Wear positive pressure self-contained breathing apparatus (SCBA).
•	 Structural firefighters' protective clothing provides thermal protection but only limited chemical protection.

EVACUATION
Immediate precautionary measure
•	 Isolate spill or leak area for at least 50 meters (150 feet) in all directions. 
Large Spill
•	 Consider initial downwind evacuation for at least 300 meters (1000 feet).
Fire
•	 If tank, rail car or tank truck is involved in a fire, ISOLATE for 800 meters (1/2 mile) in all directions; also, 

consider initial evacuation for 800 meters (1/2 mile) in all directions.

Flammable Liquids
(Water-Immiscible)

In Canada, an Emergency Response Assistance Plan (ERAP) may be required for this product. 
Please consult the shipping paper and/or the ERAP Program Section (page 390).




